19990104.ba v02_n366.bam.990104 


>From ???@??? Mon Jan 04 14:43:38 1999 

Message-Id: <199901041452.IAA16583@sco.theporch. com> 
Date: Mon, 4 Jan 1999 08:48:00 CST 

From: Old Tube Radios <boatanchors@theporch.com> 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: BOATANCHORS digest 2366 


BOATANCHORS Digest 2366 
Topics covered in this issue include: 


1) Re: Steam Whistles 
by "Steve" <scb@mail.internettport.net> 
2) 1L6, RS-6, etc. 
by Pete McCollum 03-Jan-1999 1619 -0600 <mccollum@ssdevo.ENET.dec.com> 
3) 1L6 usage 
by Scott Robinson <spr@earthlink.net> 
4) B-CAST MICS ON HAM BANDS 
by JOHN_SEHRING.parti@ecunet.org (JOHN SEHRING) 
5) HX-50 RANT, CONTINUED 
by JOHN_SEHRING.parti@ecunet.org (JOHN SEHRING) 
6) Legal AM power 
by Joe Eide <jeide@execpc.com> 
7) Early Drake 2A ? 
by Greg Carter <kx4r@atl.mindspring.com> 
8) Re: Steam Whistles: CAUTION!! 
by gpewitt@execpc.com 
9) Re: Steam Whistles: CAUTION!! 
by "Steve" <scb@mail.internettport.net> 
10) Need 12DW7 
by "Joseph W. Pinner" <kc5ijd@sprintmail.com> 
11) 1L6 usage 
by Tom Norris <badger@telalink.net> 
12) Re: 1L6 usage 
by Kargokult@aol.com 
13) Triplet Model 3413 Tube Tester 
by Jim Roik <jnroik@escape.ca> 
14) National SW4 Info Needed 
by nielw@ix.netcom.com 
15) TS-710/TSM WTB 
by "ROBERT W. DOWNS" <RWDowns_WA5CAB@compuserve.com> 
16) Re: Mail Order Business 
by Bill <billross@txdirect.net> 
17) Re: Legal AM power 
by Bill <billross@txdirect.net> 
18) Re: National SW4 Info Needed 


by john hurst <hurstjsj@gte.net> 
19) Re: Need Information on Hammarlund SP-600 VLF models 
by "JOSE V. GAVILA (EB5AGV/EC5AAU)" <eb5agv@ctv.es> 
20) Re: NEED Help: Identify Fred M. Link equipment 
by Dan Arney <kn6di@groupone.net> 
21) RE:SWEEP TUBES 
by Maurice Weinschenker <morry@ix.netcom.com> 
22) Dayton paper work. 
by "William L. Fuqua III" <wlfuqu0Q@pop.uky.edu> 
23) Re: SWEEP TUBES 
by ke8rn@juno.com 


Message-Id: <199901032313.RAA27329@loki.internettport.net> 
From: "Steve" <scb@mail.internettport.net> 

To: Old Tube Radios <boatanchors@theporch.com> 

Date: Sun, 3 Jan 1999 16:56:19 +0000 

MIME-Version: 1.0 

Content-type: text/plain; charset=US-ASCII 
Content-transfer-encoding: 7BIT 

Subject: Re: Steam Whistles 

CC: boatanchors@theporch.com 


>"Many, many years ago, there was a "horn" available for automobiles 
that operated from a vacuum line (from the carburetor). It had a wild 
sound. It had a vacuum tank so you could blow it when the engine was 
not running, a few blasts but not many until no more vacuum." 


Hi Ken; 


Believe you are referring to the "Hollywood Wolf Whistle" sold by 
J.C. Whitney. Had one on a '23 Studebaker Light Six, later 
transferred to a "31 Reo Flying Cloud coupe. 

Mandatory BA content; In the ‘60s, these period cars rounded 

out my radio collection, concentrated in the '20s & '30s. 

Back to the radios. 


Regards; Steve 


Message-Id: <9901032327.AA03219@us3xrmc.cxo.dec.com> 

Date: Sun, 3 Jan 99 16:27:20 MST 

From: Pete McCollum 03-Jan-1999 1619 -0600 <mccollum@ssdevo.ENET.dec.com> 
To: Old Tube Radios <boatanchors@theporch.com> 

Subject: 1L6, RS-6, etc. 


Robert Downs commented that the RS-6 is at least 10-15 years older 
than the GRC-109. Well, not really: the RS-6 dates from about 1952 


at the earliest. The GRC-109 is based on the RS-1, which dates from 
about 1950. When I say "based on" the RS-1, I mean that they are 
essentially identical except for markings. 

The Army's GRC-109 was introduced about 1961, when there was newer/ 
smaller stuff available, but the RS-1 had a proven track record, and 
many RS-1's were already in use by the Army Special Forces. 


1L6 tube: 
I have another commercial AM radio that uses it - it's an Emerson 
model, I think, with a green 'naugahyde' type cover. 


Pete 


Message-Id: <v0Q3007807b2b5b077aae3@[153.35.211.157]> 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 

Date: Sun, 3 Jan 1999 15:42:49 -0800 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Scott Robinson <spr@earthlink.net> 

Subject: 1L6 usage 


Folks, 


These tubes are also used in some early '50s Zenith BC receivers. I 
ruthlessly convert these to 1R5 use, perfectly satisfactory in the BC band, 
thereby rescuing another 1L6 to keep my small flotilla of TOs and their 
cousins happily hearing the BBC. 


I suspect Zenith did this to make the volume of orders for this tube large 
enough to get a good price. 


Regards, 


Scott Robinson 
spr@earthlink.net 


Junque is GOOD for you! 


MIME-Version: 1.0 

Content-Type: text/plain; charset="US-ASCII" 
Content-Transfer-Encoding: 7bit 

Date: Sun, 3 Jan 1999 19:01:08 -0500 (EST) 
Subject: B-CAST MICS ON HAM BANDS 

To: Old Tube Radios <boatanchors@theporch.com> 


From: JOHN_SEHRING.parti@ecunet.org (JOHN SEHRING) 
Message-ID: <9901031901.aa15629@pcusa01.ecunet.org> 


To: boatanchors@theporch.com 


Work with SSB (Pappenfuss, Sabin) shows that optimum processing consists 
of speech pre-emphasis prior to clipping followed by some kind of 
complementary de-emphasis. 


The optimal chain is as follows: 


Pre-emphasis, 3 dB/oct, 500-2700 Hz 
Bandpass filter 300-2700 Hz 

15 dB of clipping 

Bandpass filter 300-2700 Hz 


BWNHRPR 


If compression is desired, it should come before #1 above. 


Exactly what this all means for AM I don't know! Some of this is to reduce 
crest factors in the speech waveform which are hard (impossible) for SSB 
exciters to pass. Remember this in the old phasing vs. xtal filter SSB 
generation arguements? 


-John Sehring ( 1:45 pm Sat, Jan 2, 1999 at Custer, SD USA) ucc wb2eq¢ 


MIME-Version: 1.0 

Content-Type: text/plain; charset="US-ASCII" 
Content-Transfer-Encoding: 7bit 

Date: Sun, 3 Jan 1999 19:01:08 -0500 (EST) 

Subject: HX-50 RANT, CONTINUED 

To: Old Tube Radios <boatanchors@theporch.com> 

From: JOHN_SEHRING.parti@ecunet.org (JOHN SEHRING) 
Message-ID: <9901031901.aa15632@pcusa01.ecunet.org> 


To: boatanchors@theporch.com 
From: "Barry L. Ornitz" <ornitz@tricon.net> 


Compactrons date from the early to mid-1960's. They were the last gasp 
for vacuum tubes as transistors were rapidly replacing tubes in 
virtually all equipment. 

Some are difficult to find since so few were made, but very few ham rigs 
ever used them. 


VV VV VV MV 


To continue my HX-50 rant, it used a Compactron! Are we surprised? 


-John Sehring ( 2:14 pm Sat, Jan 2, 1999 at Custer, SD USA) ucc wb2eq¢ 


Date: Sun, 03 Jan 1999 18:41:41 -0600 

From: Joe Eide <jeide@execpc.com> 

Subject: Legal AM power 

To: Old Tube Radios <boatanchors@theporch.com> 
Message-id: <36900E44.24EB5D44@execpc.com> 
MIME-version: 1.0 

Content-type: text/plain; charset=us-ascii 
Content-transfer-encoding: 7bit 


Hello, 


I remember a recent article on an explaination of AM power as it 
relates to PEP regulations. 


Can anyone help me recall the article or make a comment? 


Thanks .. Joe - KBIR 


Message-Id: <3.0.5.16.19990103154406 .3£07aef6@pop.atl.mindspring.com> 
Date: Sun, 03 Jan 1999 15:44:06 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Greg Carter <kx4r@atl.mindspring.com> 

Subject: Early Drake 2A ? 

Cc: drakelist@baltimoremd.com 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


Howdy Gang ! 


I've recently decided to do a little work on my Drake 

2A receiver since the mute circuit was not functioning 
properly. Replacement of the 2Meg rear chassis mounted 
pot cured this problem. So while the receiver was on the 
bench I figured it would be a good time to check it's 
alignment. 


Examination of my non-original manual and schematic indicates 

a 6BN8 ist audio, bias rectifier, and AM noise limiter at V8. 
BUT in my 2A serial #887 there is a 6AV6 here. And the chassis 
is stenciled accordingly indicating this tube is original. 


So, can anyone provide me with a proper schematic diagram 
of this version on the 2A ??? I will gladly pay copying and shipping 
costs. 


When did the design change over to the 6BN8 I wonder ? And we 
all know the 8BN8 was used for the 2B. 


Tnx for the read ! 
73 and Happy New Year to All 
Greg KX4R 


From: gpewitt@execpc.com 

Date: Sun, 3 Jan 99 19:10:00 PST 

Subject: Re: Steam Whistles: CAUTION!! 

To: Old Tube Radios <boatanchors@theporch.com> 

Cc: boatanchors@theporch.com 

Message-ID: <Chameleon.990103191720.spewitt@execpc.com> 
MIME-Version: 1.0 

Content-Type: TEXT/PLAIN; CHARSET=US-ASCII 


Steve and Group, 

So far only two people have tried to save my life. 
I really thought the list members would get a kick 
out of my proposed attempt at high tech suicide. 

Oh yes, I was going to key it with a solenoid 
hooked to my Halli keyer. ;-) 

The animal rights people won't let me use a monkey. 
And don't try this at home kiddies. 


BA content: I am still looking for an RAL power 
supply -and- the current regulator tube. 

Thanks and 73 Gary 

pl see es colin ial Original. Messave-n=s--Heeexss= 


HI Gary & Group; 


Golly, I do hope this one is in jest! First thing I learned about 
welding is that any pressurized contact of oxygen with oil or any 
other hydrocarbon, as in a valve or fitting, xwillx cause an 
explosion!! No Kidding, & not common knowledge outside industry. 
Pressurized Oxygen improperly handled Is Dangerous Stuff!! 


Regards; Steve 


Name: Gary Pewitt N9ZSV/KT 
6120 W. Calumet Rd. Apt 204 


Milwaukee, WI 53223 

414 355 8147 Home 414 297 4307 Work 
E-mail: gpewitt@execpc.com 
Date: 01/03/99 
Time: 19:10:00 


Message-Id: <199901040210.UAA05527@loki.internettport.net> 
From: "Steve" <scb@mail.internettport.net> 

To: Old Tube Radios <boatanchors@theporch.com> 

Date: Sun, 3 Jan 1999 19:53:35 +0000 

MIME-Version: 1.0 

Content-type: text/plain; charset=US-ASCII 
Content-transfer-encoding: 7BIT 

Subject: Re: Steam Whistles: CAUTION!! 

CC: <boatanchors@theporch.com> 


>"So far only two people have tried to save my life. 
I really thought the list members would get a kick 
out of my proposed attempt at high tech suicide." 
"Steve, you're only the second person who got it. 

I guess my attempt at humor went over most heads. 
Steel wool and oxygen make poof, add grease, oil, 
and acetone, well have you ever watched a Saturn 5 
take off? ;-)" 


Hi Gary; 

I was reasonably sure I was "in" on a joke, it was hard to respond 
while laughing at the mental image of a unique and spectacular 
implementation of "Natural Selection". I'd hate to see one of our LMs 
nominated for a "Darwin", not recognising a wonderfully awful idea 

for what it was. 

Now, about the "Lifetime Guarantee" Teflon crutch tips you sent me----, 


Regards; Steve 


Message-Id: <199901040159.RAAO9864@raven.prod.itd.earthlink.net> 
Subject: Need 12DW7 

Date: Sun, 3 Jan 1999 20:00:46 -0600 

From: "Joseph W. Pinner" <kc5ijd@sprintmail .com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Mime-Version: 1.0 

Content-Type: text/plain; charset="US-ASCII" 


I need a couple of 12DW7 tubes for my Clegg Venus. 
Anyone out there have some to spare? 

Will trade of buy. 

73 


Joseph W Pinner 

Lafayette, LA 

KC5IJD 

EMail: kc5ijd@sprintmail.com 


Message-Id: <3.0.5.32.19990103203553 .009c0100@mail1.telalink.net> 
Date: Sun, 03 Jan 1999 20:35:53 -0600 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Tom Norris <badger@telalink.net> 

Subject: 1L6 usage 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


>Folks, 

> 

>These tubes are also used in some early '50s Zenith BC receivers. I 
>ruthlessly convert these to 1R5 use, perfectly satisfactory in the BC band, 
>thereby rescuing another 1L6 to keep my small flotilla of TOs and their 
>cousins happily hearing the BBC. 


Very good performing tube, but I wonder about the 1R5. Supposed to be 
deaf if taken much over 10 mc, but my GRR-5 uses it with good results 
to 18mc, probably as good a performer as the few TO,s I have used. 
(never had one,wish I did.) I am always referring to the silly GRR-5 as 
my "65 pound TransOceanic". LOL 


73 all 

Tom 

Please visit The Mil List for info on military communications gear: 
HTTP: //www.telalink.net/~badger/millist/mi.html 


Click on the "Online Manuals..." link for a few 
manuals in PDF format. More to be added 


as time goes by. 


ANY and ALL Contributions Welcome. 
KKK KAKI K II KKK KIKI AK IKI IK III IKI IK I IK IKI IK IKI IK III III IK I 
Tom Norris KA4RKT 

badger@telalink.net Nashville, Tennessee, USA 


From: Kargokult@aol.com 

Message-ID: <97ad71a8.36902cf1@aol.com> 

Date: Sun, 3 Jan 1999 21:52:33 EST 

To: Old Tube Radios <boatanchors@theporch.com> 
Mime-Version: 1.0 

Subject: Re: 1L6 usage 

Content-type: text/plain; charset=US-ASCII 
Content-transfer-encoding: 7bit 


In a message dated 99-01-03 21:38:25 EST, badger@telalink.net writes: 


but my GRR-5 uses it [1L6] with good results 

to 18mc, probably as good a performer as the few TO,s I have used. 
(never had one,wish I did.) I am always referring to the silly GRR-5 as 
my "65 pound TransOceanic". LOL 


VV VV 


---the TO style receivers, by all makers, RCA, Hallicrafters, Setchell 
Carlson, Zenith, all have but 1 IF stage. where you really can notice 
this is on the MW broadcast band. i think the design would have been 
preferable with 2 IF stages even at the sacrifice of the RF stage, 
which contributes not much gain, mostly image rejection, which 

could probably as well been accomplished by 2 capacitor or 
transformer coupled tuning circuits with no RF tube between. the 
GRR-5 is mechanically better and more sensitive, the only advantage 
the TOs have is better bandspread on select bands, and maybe better 
audio tone. BTW, the 

GRC-9 receiver uses the 1R5 and tunes to 12 mc/s. i for one am 

*xgladx it doesn't use 1L6 ! 

hue 


Message-Id: <3.0.1.32.19990103214932.0070b5a0@mail.escape.ca> 
Date: Sun, 03 Jan 1999 21:49:32 -0600 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Jim Roik <jnroik@escape.ca> 

Subject: Triplet Model 3413 Tube Tester 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


I'm wondering if anyone can give me some information on how to use the 
Triplett model 3413 tube tester with tubes not on the roll chart. 


It measures the cathode emission by connecting the grids to the plate and 
measuring the current with the tube operating as a diode. From what I can 
tell the switches in the up position tie the grids to the plate based upon 
the pin number. The down switches tie one end of the filament to the cathode. 


What I can't figure out is how the switch labelled A-circuit position is 
determined (1 to 4) and how the C-load potentiometer's position is 
determined. I would like to be able to figure these out from the tube 
manual data. 


I know it is not a great tube tester, but it is what I have to use until I 
can come across a better one. 


Thanks. 


Jim 


From: nielw@ix.netcom.com 

Message-ID: <36904885.6803@ix.netcom.com> 
Date: Sun, 03 Jan 1999 22:50:13 -0600 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: National SW4 Info Needed 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


I recently aquired a National SW-4. The receiver, at first glance, looks 
like the 1930 vintage SW-5 with it's brown wrinkle metal cabinet. One is 
pictured on my web page at: 


http: //www.io.com/~nielw/nat50/nat50_01.htm 

The circuit, though, predates the SW5 line. It appears to be '22 untuned 
RF, ‘00 detector, ‘01 1st AF and '71 2nd AF. Plug in coils cover 
broadcast and shortwave bands. 

Does anyone have any information, schematics, magazine references, etc? 
Thanks es 73, 


Niel-WA5VLZ, Rochester, MN 
http: //www.io.com/~nielw/index.htm 


Date: Sun, 3 Jan 1999 23:53:21 -0500 

From: "ROBERT W. DOWNS" <RWDowns_WA5CAB@compuserve.com> 
Subject: TS-710/TSM WTB 

To: Old Tube Radios <boatanchors@theporch.com> 
Message-ID: <199901032353_MC2-6563-4444@compuserve. com> 
MIME-Version: 1.0 

Content-Transfer-Encoding: quoted-printable 
Content-Type: text/plain; charset=IS0-8859-1 
Content-Disposition: inline 


Group, 


I would like to find a TS-710/TSM Crystal Impedance Meter. This is a 
crystal tester covering 0.01-1.1 MC, and is very similar in appearance to= 


the more common TS-310/TSM which covers 0.8-15 MC and TS-683/TSM which 
covers 10-140 MC. All are rack mount units, and operate from 115VAC. Th= 
ey 

have two meters, one of which measures crystal current and one which 
measures oscillator grid current. I need the unit to be able to check 
crystals for the BC-603 and BC-683 FM transmitters. I would also be 
interested in the TS-537/TSM (coverage unknown) or any other crystal 
related test equipment such as TS-136...139/FSM-1, AN/TSM-1...3,15, 
AN/FSM-1...4. 


Robert Downs 
WA5CAB 
Houston, TX 


Message-ID: <36904EBA.D7A1F62C@txdirect.net> 

Date: Sun, 03 Jan 1999 23:16:42 -0600 

From: Bill <billross@txdirect.net> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

CC: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: Mail Order Business 

Content-Type: multipart/mixed; 
boundary="------------ D50C7DB55192CDCEF292D5EF" 


This is a multi-part message in MIME format. 
eintiatn i alint ial atiatns nie D50C7DB55192CDCEF292D5EF 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Jim Hill wrote: 


> I'm trying to remember the name and site address of a mail order (and 
> probably walk-in) business that some say is connected with Radio Shack. 


I think you might be referring to the old Allied Radio Stores, many of 
which were bought out by Tandy and renamed Allied Radio Shack for a year or 
so. Some independent franchised dealers of Allied who continued to operate 
under the Allied name sued Tandy for using the Allied name they still 
claimed was their copyright and Tandy dropped it from their logo about 1971. 

A few of the independent Allied (now there is dicotomy for you) stores 
continued to operate for a few years but most succumbed to changing markets 
and disappeared. There may be a few around today but I have not seen one 
for years. 


Bill Ross K5LLK 


Se leiataatatatataletatat D50C7DB55192CDCEF292D5EF 
Content-Type: text/x-vcard; charset=us-ascii; 
name="billross.vcf£" 
Content-Transfer-Encoding: 7bit 
Content-Description: Card for Bill 
Content-Disposition: attachment; 
filename="billross.vcf" 


begin:vcard 
n:Ross;William B. 
x-mozilla-html:FALSE 


version:2.1 
email;internet:billross@idworld.net 
fn:William B. Ross 

end: vcard 


Message-ID: <36904F5B.AE69972@txdirect.net> 
Date: Sun, 03 Jan 1999 23:19:23 -0600 

From: Bill <billross@txdirect.net> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

CC: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: Legal AM power 

Content-Type: multipart/mixed; 
boundary="------------ 284CB7B8AA3EE12973174BD5" 


This is a multi-part message in MIME format. 
Seer ese sets 284CB7B8AA3EE12973174BD5 


Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 
Joe Eide wrote: 


I remember a recent article on an explaination of AM power as it 
relates to PEP regulations. 


Can anyone help me recall the article or make a comment? 


VV VV VV 


Joe: 
Don't know about the artical but: 


AM transmissions are subject to the same 1500 watts PEP output as 
any other station. The grandfather clause allowing 1000 Watts input 
with full modulation was rescinded by the FCC in the late 80s. 


A fully modulated AM station can run a carrier of approximately 300 
watts carrier output. Full modulation should add 1200 (4 times carrier 
level) watts of audio to the radiated envelope on peaks. So called 
super madulated stations would have to run reduced carrier to prevent 
excesSive power output which, under no circumstances, can exceed 1500 w 
PEP. 


Many people will argue with these figures (I have heard some say 
load to 750 watts input and some say the same as ouput) but these 4 to 1 


power increase on fully modulated carriers are traditional values that 
hold up when tested with a commercial terminating 50 ohm Bird watt 
meter. Without a watt meter in the line for monitoring one might load 
to an input of 400 watts (with an assumed 75 % efficiency for Class C 
service = 300 watts carrier) and be within regulations. Suddenly, the 
Viking Valiant becomes a big boy on the band. 


Bill Ross K5LLK 


Sled taatatatatatatatat 284CB7B8AA3EE12973174BD5 
Content-Type: text/x-vcard; charset=us-ascii; 
name="billross.vc£" 
Content-Transfer-Encoding: 7bit 
Content-Description: Card for Bill 
Content-Disposition: attachment; 
filename="billross.vcf" 


begin:vcard 
n:Ross;William B. 
x-mozilla-html:FALSE 


version:2.1 
email;internet:billross@idworld.net 
fn:William B. Ross 

end: vcard 


Message-ID: <36905C59.3CE292B5@gte.net> 

Date: Sun, 03 Jan 1999 22:14:49 -0800 

From: john hurst <hurstjsj@gte.net> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
CC: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: National SW4 Info Needed 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Niel, in D.H. Moore's monograph on Hammarlund and National Circuits, he 
shows a schematic for the National SW-4 "Thrill Box" with a similar line 
up: 22 untuned RF, 200A detector auto-transformer coupled to a 40 first 
audio again auto-transformer coupled to the 71A output stage. Does this look 
like the circuit? 

73, John 


nielw@ix.netcom.com wrote: 

I recently aquired a National SW-4. The receiver, at first glance, looks 
like the 1930 vintage SW-5 with it's brown wrinkle metal cabinet. One is 
pictured on my web page at: 

http: //www.io.com/~nielw/nat50/nat50_01.htm 

The circuit, though, predates the SW5 line. It appears to be '22 untuned 
RF, ‘00 detector, '01 1st AF and '71 2nd AF. Plug in coils cover 
broadcast and shortwave bands. 

Does anyone have any information, schematics, magazine references, etc? 
Thanks es 73, 


Niel-WA5VLZ, Rochester, MN 
http://www. io.com/~nielw/index.htm 


VVWVV VV VV VV VV VV MV 


Message-Id: <3.0.1.32.19990104084756 .006d9c2c@192.168.0.1> 
Date: Mon, 04 Jan 1999 08:47:56 +0100 

To: Old Tube Radios <boatanchors@theporch.com> 

From: "JOSE V. GAVILA (EB5AGV/EC5AAU)" <eb5agv@ctv.es> 
Subject: Re: Need Information on Hammarlund SP-600 VLF models 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


Hello Dennis and all List members, 
*xxk HAPPY 1999!!! xx 
Well, reading your message I have found an interesting point: 


>There is a sticker on the back of the unit with a number 55752052, but 
>this doesn't sound like an SP-600 serial number. 


My unit is NOT a VLF version, but it lacks also the usual plate on the 
tuner cover (there are holes on it but I can't see any proof of a previous 
label been there). 


But the interesting thing is that in the back panel it has a label with 
this code: 54609257 . As you can see, it is similar (same digits) to yours. 
I wonder also what does it mean. My unit has NOT "black beauties" but disc 
ceramics. It seems made in 1965, as lots of capacitors show that year. You 
can read more about my unit in my WEB pages in the section devoted to it 
(address at my signature). I maintain also a list of SP-600 units, with its 
serial number, model and some user's comments (it is also in the WEB 
pages). Perhaps you can get some info from it. 


Please, if you get any info about the eight digit code, let me know. 


Best regards. 


73 EB5SAGV / ECSAAU 
JOSE V. GAVILA 
Ausias March 46, 15 
46910 Benetusser - VALENCIA 
SPAIN 


*x VISIT MY VINTAGE RADIO SITE - updated 3-January-1999 xxx 


http://www. geocities.com/SiliconValley/6992/ 
e-mail: eb5agv@ctv.es & eb5agv@amsat.org 


Message-ID: <3690CA4B.9A718FC2@groupone.net> 

Date: Mon, 04 Jan 1999 06:03:55 -0800 

From: Dan Arney <kn6édi@groupone.net> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: NEED Help: Identify Fred M. Link equipment 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Still trying to find out about the Fred Link equipment 
Hank Thanks 


Message-ID: <3690C87C.236D0B97@ix.netcom. com> 
Date: Mon, 04 Jan 1999 08:56:12 -0500 

From: Maurice Weinschenker <morry@ix.netcom. com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: RE:SWEEP TUBES 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


I'M IN THE PROCESS OF SORTING ETC. ABT 200 SWEEP TUBES ES COME ACROSS A 
BUNCH OF CERTAIN TYPES ES WONDER IF ANY ONE KNOWS IF THEY CAN BE SUBBED 
IN POPULAR RADIOS ( DRAKE, YAESU ETC.) THE FIRST ONES I FIND AN OVER 
ABUNDANCE OF ARE 6LB6 ES 6JE6. 

ANY HELP OUT THEIR???? 

BEST 73 MORRY K3DPJ 


Date: Mon, 4 Jan 1999 09:41:53 -0500 (EST) 
Message-Id: <199901041441 . JAA23394@pop.uky.edu> 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 

To: Old Tube Radios <boatanchors@theporch.com> 
From: "William L. Fuqua III" <wlfuqu00@pop.uky.edu> 
Subject: Dayton paper work. 


I need a copy of the Flea Market Agreement for 1999. 
A friend had sent me his application but I have not received it 
yet. He is not setting up in the flea market this year. It probably 
got lost with the Christmas season mail. 
If some one could scan it and attach it to email to me directly 
I'd appreciate it. I must get it in early this week to meet the 
deadline to get my last year's spaces back. I e-mailed the 
committee but received no reply. 


73 


Bill wa4lav 


William L. Fuqua III P.E. E-mail WLFUQUQQ@POP.UKY.EDU Phone (606) 257-4155 


Department of Physics and Astronomy CP-177 Chem. Phys. Bldg. 
University of Kentucky , Lexington, Ky 40506-0055 


From: ke8rn@juno.com 

To: Old Tube Radios <boatanchors@theporch.com> 

Cc: boatanchors@theporch.com 

Date: Mon, 4 Jan 1999 09:45:57 -0500 

Subject: Re: SWEEP TUBES 

Message-ID: <19990104.094558.10086.0.KE8RN@juno. com> 


Morry, 


The 6LB6 is used in the later model Galaxy radios [V MK 3 and GT-550], 
and possibly others. I've got a few Galaxy transceivers, and would like 
to get a few spare tubes. 73. 


George KE8RN 


On Mon, 04 Jan 1999 08:56:12 -0500 Maurice Weinschenker 
<morry@ix.netcom.com> writes: 

>I'M IN THE PROCESS OF SORTING ETC. ABT 200 SWEEP TUBES ES COME ACROSS 
>A 

>BUNCH OF CERTAIN TYPES ES WONDER IF ANY ONE KNOWS IF THEY CAN BE 
>SUBBED 

>IN POPULAR RADIOS ( DRAKE, YAESU ETC.) THE FIRST ONES I FIND AN OVER 
>ABUNDANCE OF ARE 6LB6 ES 6JE6. 

>ANY HELP OUT THEIR???? 

>BEST 73 MORRY K3DP3 


You don't need to buy Internet access to use free Internet e-mail. 
Get completely free e-mail from Juno at http://www. juno.com/getjuno.html 
or call Juno at (800) 654-JUNO [654-5866] 
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